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AGD 2 Indicators - 2-1/4" Diameter Dial

AGD 2 - SHOCKPROOF MODELS
The models MB211 and MW211 are supplied with a full shockproof mechanism, which is ideal where
the indicators may be subjected to sudden impacts to the rack.
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Travel Total Dial Hand
Series per rev. Travel Color Color

14.83020 88346 MW211SP 0.001 in 0.10 in 0.5 in 0-100 White Black

14.83021 88347 MB211SP 0.001 in 0.10 in 0.5 in 0-100 Black Orange

14.83014 88348 MW212SP 0.0005 in 0.05 in 0.5 in 0-25-0 White Black

14.81029
w/special
yellow dial

14.82022

The AGD 2 series of dial
indicators are the most popular
indicators in the Brown & Sharpe
range. All models are supplied
with a revolution counter, toler-
ance pointers, central lug back and
ball contact tip as standard.

Alternative flat and slide backs
are available as accessories.

14.82023

Travel Total Dial Hand
Series per rev. Travel Color Color

14.83018 88337 MW210 0.001 in 0.10 in .350 in 0-50-0 White Black

14.83019 88338 MB210 0.001 in 0.10 in .350 in 0-50-0 Black Orange

14.83012 88339 MW214 0.0005 in 0.04 in .350 in 0-20-0 White Black

14.83013 88340 MB214 0.0005 in 0.04 in .350 in 0-20-0 Black Orange

14.82022 26862 MW216 0.001 in 0.10 in 1.0 in 0-100 White Black

14.82023 26863 MB216 0.001 in 0.10 in 1.0 in 0-100 Black Orange

14.82028 26864 MW216 0.001 in 0.10 in 1.0 in 0-100† White Black

14.82016 26860 MW217 0.0005 in 0.05 in 1.0 in 0-50 White Black

14.82017 26861 MB217 0.0005 in 0.05 in 1.0 in 0-50 Black Orange

14.82010 26858 MW240 0.0001 in 0.01 in 0.2 in 0-5-0 White Black

14.82011 26859 MB240 0.0001 in 0.01 in 0.2 in 0-5-0 Black Orange

14.81029 27058 MB216Y 0.001 in 0.10 in 1.0 in 0-100 Yellow Black

†Counterclockwise dial for depth gages.


