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Value-Line Micrometers - Inch
Brown & Sharpe micrometers continue as the standard wherever measuring consistency is vital.

Features:

• Satin-chrome thimble. • Spindle lock.
• .0001" reading. • Tungsten carbide tipped faces.
• Straight-line graduations. • Fixed/friction thimble.
• Black enamel frame. • Meets Federal specifications.

in Grads.

599-1-44 25943 0 - 1 .0001 in

599-2-44 25944 1 - 2 .0001 in

599-3-44 25945 2 - 3 .0001 in

599-4-44 25946 3 - 4 .0001 in

599-5-44 25947 4 - 5 .0001 in

599-6-44 25948 5 - 6 .0001 in

599-7-44 25976 6 - 7 .0001 in

599-8-44 25977 7 - 8 .0001 in

599-9-44 25978 8 - 9 .0001 in

599-10-44 25979 9 - 10 .0001 in

599-11-44 25980 10 - 11 .0001 in

599-12-44 25981 11 - 12 .0001 in

Set Description

599-181-923 25983 0 - 3 in Without Standards

599-181-923-1 25984 0 - 3 in With Standards

599-181-924 25985 0 - 4 in Without Standards

599-181-924-1 25986 0 - 4 in With Standards

599-182-926 25987 0 - 6 in Without Standards

599-182-926-1 25988 0 - 6 in With Standards

599-1-44

Features:

• Satin-chrome thimble. • Spindle lock.
• .0001" reading. • Tungsten carbide tipped faces.
• Straight-line graduations. • Fixed/friction thimble.
• Black enamel frame. • Meets Federal specifications.

Value-Line Micrometer Sets - Inch 0-3", 0-4" and 0-6"

Micrometer Sets
Each Micrometer set includes a fitted Wooden Case. Micrometers in each set include the standard features listed.

Standards are available separately (Page B-37).
Individual Wooden Cases are available for 1 to 4" Value-Line
Micrometers (Page B-49).

0"-12" and 6"-12" Micrometer Sets are available on pages B-14.

US Made

Tungsten
carbide tipped

4 in dia:
.25 in dia.

> 4 in: .31 in dia.

.02 in

Max. 10 N


