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Hardmatic HH-300
Test Block Set

Item No. Description

64AAA964 #ALIBRATION฀3ET฀�3HORE฀!฀3CALE	

4EST฀"LOCK฀��
฀$52/฀�"LUE	

4EST฀"LOCK฀��
฀$52/฀�9ELLOW	

4EST฀"LOCK฀��
฀$52/฀�'RAY	

Mahogany Box 

64AAA590 #ALIBRATION฀3ET฀�3HORE฀$฀3CALE	

4EST฀"LOCK฀��
฀$52/฀�"LUE	

4EST฀"LOCK฀��
฀$52/฀�'RAY	

4EST฀"LOCK฀��
฀$52/฀�"LACK	

64AAA962   “A” Scale Durometer Stand 

64AAA794   “A” Scale Durometer Stand with Air Damper

64AAA796 #OMBINATION฀฀฀฀h$v฀�฀v!v฀3CALE฀$UROMETER฀3TAND

64AAA963 O-Ring Fixture Set 1/16”, 3/32”, 1/8”, 3/16” and 1/4”

O-Ring cross sections

19BAA406 Digimatic Miniprocessor with printer

905693 #ONNECTING฀#ABLE฀��v฀��M	฀FOR฀ 
Durometer and Digimatic Miniprocessor

Holding Bar

The holding bar is used to mount a Durometer on a 
drill press.

811-332
905693

64AAA964

64AAA963

* Values shown are nominal only. Test Block Size 2” x 2” x 1/4”

US-1002


