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Series 150
Standard
Range: 25mm/ 1"
Graduation: 0.01mm/.001"

0.001mm/.0001"(vernier)
Accuracy: ±0.002mm
Spindle face: Carbide tip/SKS3*

More than HRC90/60*
Lapped surface

Scale surface: Hard-Chrome plating

*Long spindle model

The most commom micrometer head with 25mm measuring range.

Order No. (metric)
Spherical face Rev. reading With vernier Without ratchet Long spindle

Plain stem 150-192 150-801 150-821 150-190 150-196 150-219
With clamp nut 150-191 150-802 150-822 150-189 150-195 150-220
With spindle lock 150-209 Call Mitutoyo Call Mitutoyo Call Mitutoyo 150-211 Call Mitutoyo
With c. nut, s. lock 150-210 Call Mitutoyo  Call Mitutoyo Call Mitutoyo 150-212 Call Mitutoyo

Order No. (inch)Unit: mm
Spherical face Rev. reading With vernier Without ratchet Long spindle

Plain stem 150-208 150-811 150-831 150-206 - 150-221
With clamp nut 150-207 150-812 150-832 150-205 - 150-222
With spindle lock 150-213 Call Mitutoyo Call Mitutoyo 150-215 150-217 Call Mitutoyo
With c. nut, s. lock 150-214 Call Mitutoyo  Call Mitutoyo 150-216 150-218 Call Mitutoyo
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150-192, 150-208

Stem with clamp nut
Fixture thickness: 11.5mm

Plain stem

150-191, 150-207

Mass (g): 95

Mass (g): 100

Plain stem and spindle lock

Mass (g): 110

Stem with clamp nut and
spindle lock
Fixture thickness: 11.5mm

Mass (g): 115

150-209, 150-213

150-210, 150-214
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( ): When retracting the spindle until its stroke end.


