
I-33

SPECIFICATIONS

Model. MSM-414L MSM-414TL

Order No. 377-972A 377-974A

Optical tube Binocular Trinocular

Total magnification

Eyepiece

Objective

Working distance 80mm

Field of view 20mm - 5mm

Dimensions H=13.2"x W=6.7"x D=9.3"

Mass 13.2 lbs (6kg)

MSM-400
SERIES 377 — Stereo Microscopes

FEATURES

range
 

and excellent stereoscopic effect
 

for viewing at any angle

convenience  
and increases operator efficiency

Optional Accessories 
Illuminated Stand

Order No. Description

377-412

377-413*

intensity control)

377-414  

377-415

intensity control)

377-416

*Standard Accessory

Digital Imaging with Software
Order No. Description

64PMI189* Digital camera, 2.0 Megapixel, USB 2.0 interface

64PMI236 Digital camera, 3.0 Megapixel, USB 2.0 interface

 

   If using trinocular, order 377-481 C mount. 377-972A377-972A

 
2.12” - 2.99” (54mm - 76mm)

 

stereo microscope for industrial, medical, 
and classroom applications.  It is ideal for 
electrical small part inspection, assembly, and 
medical/biological dissection.
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Stereo Microscopes
SERIES 377
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MSM-400
SERIES 377 — Stereo Microscopes

FEATURES

strain-free viewing

SPECIFICATIONS
Model. MSM-465L

377-990A
MSM-464TL
377-991AOrder No.

Optical tube Binocular Trinocular

Total magnification

Eyepiece

Objective

Working distance 89mm 89mm

Field of view 23mm (w/377-456) 23mm (w/377-456)

Dimensions H=14.6"x W=13"x D=11" H=14.3"x W=13"x D=11"

Mass 15.5 lbs (7kg) 15.5 lbs (7kg)

Stand

MSM-465L 
377-990A

MSM-464L 
377-991A

Optional Accessories 
Photo System and Video System

Order No. Description

377-488 Video System for 377-990A

377-489 Video System for 377-991A

Digital Imaging with Software
Order No. Description

64PMI189 Digital camera, 2.0 Megapixel, USB 2.0 interface

64PMI236 Digital camera, 3.0 Megapixel, USB 2.0 interface

limitless capabilities for electrical small part 
inspection.
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Stereo Microscopes
SERIES 377

Articulating arm boom stand
(table clamp version)

Ball bearing boom stand
(Base stand version)

Ball bearing boom stand
(table clamp version)

Articulating arm boom stand
(Base stand version)

377-426

 * Standard Accessories
 ** 1X plan objective can replace 1X standard built-in objective
 *** 350mm long stand post is required. (377-431)

377-425 377-427

377-424

***0.3X 0.5X 0.625X 1.5X 2X
377-475 377-470377-474377-473377-472377-471

Auxiliary objective
**1X plan objective

C-mount
video adapter

Video-phototube

*45 degree binocular head

Wide field eyepiece

Eyecup (ø32.5)
377-450

Eyecup (ø35)
377-451

Streamlined
stand

Universal stand
377-423

377-429

Transmitted
light stand

377-428

Gliding
stage

377-430

Gliding
stage

377-430

Super wide
field eyepiece

6.25X/23 15X/17.6 20X/13.4 32X/12 20X/14 10X/23

Measuring eyepiece

10X/23 10X/23 10X/23

377-456*377-460377-459377-458377-457377-455377-454377-453377-452

Fluorescent
ring
illuminator

Vertical
illuminator 377-443

377-442
377-441

Video system

377-488:for 377-990A
377-489:for 377-991A

377-990A/377-991A SYSTEM DIAGRAM

*

377-990A = MSM465L

377-991A = MSM464L

Optional Stand
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